SECTION I - PRODUCT IDENTIFICATION

Trade Name(s): NONEL® LEAD LINE

Product Class: Shock Tube

Product Appearance & Odor: Hollow plastic tubing (normally yellow) with dusty inner coating of HMX and aluminum. No detectable odor.

DOT Hazard Shipping Description: Articles, explosive, n.o.s. (HMX) 1.4S UN0349 II

NFPA Hazard Classification: Not Applicable (See Section IV - Special Fire Fighting Procedures)

SECTION II - HAZARDOUS INGREDIENTS

<table>
<thead>
<tr>
<th>Ingredients:</th>
<th>CAS#</th>
<th>% (Range)</th>
<th>Exposure Limits</th>
</tr>
</thead>
<tbody>
<tr>
<td>Cyclotetramethylene</td>
<td>2691-41-0</td>
<td>0.35</td>
<td>None¹</td>
</tr>
<tr>
<td>Tetranitramine (HMX)</td>
<td></td>
<td></td>
<td>None²</td>
</tr>
<tr>
<td>Aluminum (dust)</td>
<td>7429-90-5</td>
<td>0.04</td>
<td>15 mg/m³ (total)</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>5 mg/m³ (respirable)</td>
</tr>
</tbody>
</table>

¹ Use limit for particulates not otherwise regulated (PNOR): Total dust, 15 mg/m³; respirable fraction, 5 mg/m³.
² Use limit for particulates not otherwise classified (PNOC): Inhalable particulate, 10 mg/m³; respirable particulate, 3 mg/m³.

Note: The above hazardous dust mixture is present at approximately 15 mg per meter of tubing.

Ingredients, other than those mentioned above, as used in this product are not hazardous as defined under current Department of Labor regulations.
SECTION III - PHYSICAL DATA

Boiling Point: Not Applicable  
Vapor Pressure: Not Applicable

Vapor Density: Not Applicable  
Density: Not Applicable

Melting Point: HMX decomposes violently at melting point, about 278°C  
Solubility in Water: Not Soluble

Percent Volatile by Volume: Not Applicable  
Evaporation Rate (Butyl Acetate = 1): Not Applicable

SECTION IV - FIRE AND EXPLOSION HAZARD DATA

Flash Point: Not Applicable  
Flammable Limits: Not Applicable

Extinguishing Media: Water, inert powder, CO₂

Special Fire Fighting Procedures: For shock tube only, consider initial isolation of at least 15 meters (50 feet) in all directions. Fight fire with normal precautions and methods used for plastic fires from a reasonable distance. IF DETONATORS OR OTHER EXPLOSIVES ARE PRESENT, DO NOT FIGHT FIRE.

Unusual Fire and Explosion Hazards: May burn vigorously with localized detonations and projection of fragments, with effects usually confined to the immediate vicinity of packages. Toxic smoke from combustion of the plastic material may be emitted. If product functions, high heat and pressure are released from the end of the tube if not covered or enclosed, typically by a metal device.

SECTION V - HEALTH HAZARD DATA

Effects of Overexposure
This is a packaged product that will not result in exposure to hazardous ingredients (inner coating materials) under normal conditions of use.

Eyes: Not a likely route of exposure. Dust particles may be irritating.

Skin: Not a likely route of exposure. Dust particles may cause skin irritation.

Ingestion: Not a likely route of exposure. Ingestion of large amounts of the reactive powder (HMX) is poisonous and may cause cardiovascular collapse.

Inhalation: Not a likely route of exposure. Breathing dust can cause respiratory irritation. During manufacture and at processing temperatures, irritating fumes may evolve.

Systemic or Other Effects: None known. Carcinogenicity: No constituents are listed by NTP, IARC or OSHA.
Emergency and First Aid Procedures

Eyes: Irrigate with running water for at least fifteen minutes. If irritation persists, seek medical attention.

Skin: Wash with soap and water.

Ingestion: Not Applicable

Inhalation: Not Applicable

Special Considerations: None.

SECTION VI - REACTIVITY DATA

Stability: Stable

Conditions to Avoid: Keep away from heat, flame, impact, friction, ignition sources and strong shocks. Also avoid stretching to failure.

Materials to Avoid (Incompatibility): Incompatible with strong oxidizers and acids.

Hazardous Decomposition or Combustion Products: Hazardous carbon monoxide (CO), nitrogen oxide (NO\textsubscript{x}) gases and products of plastic decomposition produced.

Hazardous Polymerization: Will not occur.

SECTION VII - SPILL OR LEAK PROCEDURES

Steps to be taken in Case Material is Released or Spilled: Protect from all ignition sources. In case of fire evacuate area not less than 50 feet in all directions. Notify authorities in accordance with emergency response procedures. Only personnel trained in emergency response should respond. If no fire danger is present, repackage undamaged devices in original packaging, accounting for every device. If the ends or tube wall have been opened such that powder may have been released from the tube, isolate the spill area. Contamination of the HMX/Aluminum powder with sand, grit or dirt will render the material more sensitive to detonation. Carefully wet down and clean "loose" powder spills using a damp sponge or rag, avoid applying friction or pressure to the explosive, and place in a (Velostat) electrically conductive bag. Follow applicable Federal, State, and local spill reporting requirements.

Waste Disposal Method: Disposal must comply with Federal, State and local regulations. If product becomes a waste, it is potentially regulated as a hazardous waste as defined under the Resource Conservation and Recovery Act (RCRA) 40 CFR, part 261. Review disposal requirements with a person knowledgeable with applicable environmental law (RCRA) before disposing of any explosive material.

SECTION VIII - SPECIAL PROTECTION INFORMATION

Ventilation: None normally required. Provide enhanced ventilation if used in underground mines, indoors or other enclosed areas.

Respiratory Protection: None normally required. Extended testing of the product indoors or in enclosed areas may necessitate respiratory protection.

Protective Clothing: None normally required. Wear chemical-resistant gloves during post-detonation cleanup or spill cleanup operations.

Eye Protection: Safety glasses or goggles are recommended for handling, testing or cleanup.

Other Precautions Required: None
SECTION IX - SPECIAL PRECAUTIONS

Precautions to be taken in handling and storage: Store in cool, dry, well-ventilated location. Store in compliance with Federal, State, and local regulations. Keep away from heat, flame, ignition sources and strong shock. Only properly qualified and authorized personnel should handle and use Shock Tube.

Precautions to be taken during use: Use accepted safe industry practices when using explosive materials. Unintended detonation of explosives or explosive devices can cause serious injury or death. Avoid breathing the fumes or gases from detonation of explosives. Detonation in confined or unventilated areas may result in exposure to hazardous fumes or oxygen deficiency.

Other Precautions: It is recommended that users of explosive materials be familiar with the Institute of Makers of Explosives Safety Library Publications.

SECTION X - SPECIAL INFORMATION

This product contains the following substances that are subject to the reporting requirements of Section 313 of Title III of the Superfund Amendments and Reauthorization Act of 1986 and 40 CFR Part 372.

<table>
<thead>
<tr>
<th>Chemical Name</th>
<th>CAS Number</th>
<th>% By Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>None</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

DYNO NOBEL INC. Disclaimer

The information contained herein is provided for reference purposes only and is intended only for persons having relevant technical skills. Because conditions and manner of use are outside of our control, the user is responsible for determining the conditions of safe use of the product. While the information is believed to be correct, DYNO NOBEL INC. shall in no event be responsible for any damages whatsoever, directly or indirectly, resulting from the publication or use of or reliance upon the information contained herein. (No warranty, either expressed or implied, of merchantability or fitness for a particular purpose, or of any nature with respect to the product, or to the information, is made herein.)